Do not leave the battery and charger
unattended while in use. Do not operate the
charger near water. It is the users

responsibility to follow battery mfg. suggested
charging rate. Users must also closely monitor
h k temperatun rin harging.
Overcharging may occur if the 16X3v6
malfunction or, when user does not follow
battery mfg. recommended charge rate. Never

connect the charger to an automobile while its
engine is running. This charger is not intended
for use by unsupervised children. This charger
is designed for R/C car high power Ni-Cd & Ni-
MH batteries only. When charging, also
monitor the temperature of the charger. If the
unit becomes too hot, disconnect the unit.

RIGHT AFTER THE UNIT POWER UP, YOU
CAN PRESS THE START BUTTON TO CHOOSE
THE CHARGE TERMINATION METHOD.

CONNECT THE OUTPUT ALLIGATOR CLIPS
TO YOUR BATTERY PACK NOW. BE CAREFUL
AND OBSERVE THE CORRECT POLARITY.
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110-120V AC CORD INPUT CONNECTION.
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SELECT -dV OR 0dV, USE 0dV FOR GP3300
USE -dV FOR NI-CD OR BATTERIES LIKE
SANYO RC3000 AND SANYO RC3300HV.
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PRESS START TO START FAST CHARGING,
THE BLUE LED LIGHT WILL BE ON NOW.
BLUE LIGHT WILL START FLASHING.

Selects between
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12V DC CORD INPUT CONNECTION
USE A 12VDC POWER SUPPLY OR
CONNECT THE UNIT TO A CAR BATTERY.

NEXT, SELECT THE PROPER CHARGE
CURRENT, FOLLOW BATTERY MFG.
SUGGESTED CHARGE RATE CLOSELY.

The side selector-control switches the LCD
display between different display functions.
These display feature will not affect the way
how your battery is charged. When user
become more familiar with your new charger
and battery packs, you will be able to
understand the LCD display screen
information. Study the chart below, feel free
to try the display selection button and see
how the LCD screen scroll through the
different data.

***Never set charging current higher than
battery mfg suggested fast charging current
and always observe pack temperature to
avoid overcharging.

Zero Delta V & Neg. Delta V

The unit is very user friendly, you can select one
of the four charge modes by simply pressing the
start button. The large LCD display shows you
which operation mode you have selected.

This screen shows the
bmry pack oumug mme-

This screen shows the
charge and discharge rate

CAP screen shows
capacity of 1662mAh

PV is Peak Voltage, it logs !
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the battery highest voltage ) 0.0

ALL is a special scroll screen, the display
cycles through all the information screens slowly,

SEC is Time in Seconds,
display shows 390s

Charge

Discharge then Charge

Discharge

Cycle




