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STEP1, Thess are all the parts for STEPS, Fill the shack Bady with 15 o 20 waight STEPS, Flip the pigavback cver and Rl i
ana shack, tao pistans anre axira shock oil, make sure (hal there s no air bublbda up al heast hall way
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STEF2, B's possibla to repiace thick siock washar  STEPS, Flll ol to the top and keap the shock STEF10, Comgrass and axand tha shak
with & thirmer one for smoather c-ring acbons hody verbical, Do not use ol wesght oo high fo remows ANy air bubhie
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STEF3, Tighien tha plastic red end STEPT, instal tha piggyback now bul do not STEF1, Dirap in the cylinder shapa foam,
over-tighlan the top cap comprass. shafl and dose the bofiom cap
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STEP4, Remove the piggyback and STEPA, Fuly campress the shook shafl STEP12, Diné shock IS now cormpléied
the piggyback baltam cap wilh spring and spring retainer

We offer replacement parts for the M5SR4 shock set. When you need parts for regular maintenance, you can
order parts from your local hobby shop.

A) Use 25 weight or lighter shock ail,

B} Check to see if the shock has too much oil, if shock shaft cannot go all the way inio the shock body ar if the
shock shaft rebound, the shock has too much oll, Check each shock one-by-one, you can bleed shocks by cpening
their bottom caps and allow some oil 1o come oul.

C) if you are landing big jumps, use a harder spring sel This allow the springs to absorh more of the truck's weight
during landing rathar than relying of the shock's damping alona,

D} Use #200 sand paper to fine lune the washer thickness in STEP #2 for smoather shock action

ElTo make the shock sel hold up even better during side impacts, you can replace the upper mefal shock mount
bushings with shorl pieces of fuel luba. The flexibla fuel tubas can absarb forces during crashes and reduce the
chance of breaking pars.



