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Item: Setup Station Guide 
Part#: C23115 

 

 

Universal Setup Station System for 
Monster Truck 1/8, 1/10 & Other Off-Road 

 

 

 

 

1. Here are the included components. The toe ruler shown is built with the long spacer for use with 1/8-
scale buggies and truggies. The toe ruler can be customized into different widths for smaller chassis 
when using other center spacers we have available.  
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2. Use the included hex button screw to install the 
camber measuring plates to the axle support fixtures. 
Note that all the moving pivots have ball bearings for 
smooth operation. 

 

 

 

3. Install the matching axle adaptors for your car 
or truck. We have different adaptors available 
for most RC models; the setup station includes 
the following in the package: 

Type-A:  6mm x M5-threaded axles such as the 
Traxxas Revo/T-Maxx 2.5/3.3, HPI E-Savage, and 
Losi LST1 (included) 

Type-B: HPI Savage 2.5/4.6/X/XL which uses 
8mm x M5-threaded axles with a reverse thread 
on one side (included) 

Also, optional adaptors are available to fit the 
following vehicle types (sold separately): 

Type C: 5mm x M4 threaded axles i.e. Stampede, Slash; Blitz, 1/10-scale TC, etc. (Part #C23130) 
Type D: 4mm x M3 threaded axles i.e. Associated RC18B/T; Losi Mini-T, Mini LST, etc. (Part# C23131) 
Type E: 3/16 x 5-40 front and 3/16x8-32 rear axles i.e. Associated SC10, B4, T4, etc. (Part #C23132) 
Type F: 3/16 x 10-32 threaded axles i.e. Losi XXX/XXX-T, MF2, Losi 1/10 truck, etc. (Part #C23215) 
Type G: 6mm x M4 threaded axles i.e. Associated TC5/TC5R, etc. (Part # C23216) 
Type H: 3/16 x 8-32 threaded axles (all four wheels) (Part# C23268) 
Type J: For all Traxxas 1/16 i.e. E-Revo VXL, Slash 4x4 VXL, Rally VXL, etc. (Part# C23344) 
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4. Please find a completely flat surface to work on, this will ensure the most accurate toe, camber, and 
caster readings. Slide toe ruler all the way to one side to check toe angle, then the other side to check 
the other wheel. You can also use the toe ruler to measure maximum steering angle, Ackermann, and 
dual-rate. 

 

 

 

 

 

 

5. In this picture, the system is checking 
the rear left toe angle of a T-Maxx truck. 
You can also check the caster angle of the 
upright/hub carrier at the same time. 

 

 

 

 



v1.0.0  Copyright © 2014 Integy, Inc. All Rights Reserved. 

 

 

 

 

6. Align the pointer with the front king 
pin on the caster block/hub carrier in 
order to get the caster angle for that 
corner of the vehicle. 
 

 

 

 

 

 

 

 

 

 

7. This picture shows how the camber angle 
is measured. In most cases, make sure that 
the left and right sides are even. 


