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Part # C33092  
Rooftop LED Light Bar w/8 Modes 

for Traxxas 1/18 TRX-4M Defender 
 

For Traxxas TRX-4M 1/18 Land Rover Defender model car roof light. Also suitable for other 1/14, 1/18 
small scale roof lights, large scale model front bar lights, front housing, etc.  

FEATURES  
• All metal structure 

• RGB full-color LED, 8 kinds of lighting effects 

• Power-off memory save mode 

• Integrated circuit, Rx power, plug and play 

• 5 to 7.4V voltage 

• Compatible with CH1 and CH3 signals 

MODES  
1. White light always on 
2. Warm light always on 
3. Red and blue light three-segment flash 

4. Red and blue light flash alternately 

5. White light flashes 
6. Light moves left and right 
7. Yellow light double flash 

8. Colorful lights flow 
 
IPX3 waterproof rating; stop and allow to dry if submerged . 
Product will automatically sense MODE 1 or MODE 2 control.  

Packing List: 1x light bar, 1x screw package, 1x manual, 1x T-cable 
Dimensions: Length * Width * Height 64 * 9 * 7mm 

INSTALLATION 
Connect the 3-pin plug to the receiver: Yellow “signal”; Red “+”; Brown “-“ 

 

CONTROL: MODE 1 
Use 3-channel control. Note: “Three channel” is any available channel other than CH1 and CH2. The corresponding 
channel is set to trigger mode, jog the switch, and short press once to switch a mode. The corresponding channel is 
set to flip mode, short press the button once, and press it again within 3 seconds to switch a mode. 

CONTROL: MODE 2 
Use Y-cable to connect to CH1, and use steering to control the light mode switch. In the CH1 steering channel, turn 
from full center to slight right 3 consecutive times, light mode will be switched every 3 times (interval should not 
exceed 1.5 seconds). 


